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SAFETY INFORMATION

A WARNING

If the information in these instructions
are not followed exactly, a fire or
explosion may result causing property
damage, personal injury or loss of life.

Do not store or use gasoline or other flammable vapors

and liquids in the vicinity of this or any other

INSTALLER: LEAVE THIS MANUAL WITH THE APPLIANCE.
CONSUMER: RETAIN THIS MANUAL FOR FUTURE REFERENCE.

WARNING: This product can expose you to chemicals including
fji Lead in the wiring, which is [are] known to the State of California

to cause birth defects or other reproductive harm. For more

information visit: www.p65warnings.ca.gov
@®
C
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UNPACKING AND TESTING APPLIANCE

Carefully remove the appliance from the box.

Prior to installing the appliance, test to make sure the appliance operates properly by plugging
the power supply cord into a 120 Volt grounded outlet.

Test all aspects of its operation (manual switches, remote and heater) to make sure all
components are operating correctly.

As with most electronic devices, your new electric fireplace has been designed to operate at
temperatures between 5 C (41°1") and 35 ‘C (95°T). During the cold winter months, allow the
fireplace to reach room temperature before turning it on.

NOTE: There may be trace of odor during the first few minutes of initial use. This is
harmless, normal and will never occur again.

GROUNDING APPLIANCE

This appliance is for use on 120 Volts. The cord has a plug as shown in (A). An adapter as
shown in (C) is available for connecting three-blade grounding type plugs to two-slot
receptacles. The green grounding lug extending from the adapter must be connected to a
permanent ground such as a properly grounded outlet box. The adapter should not be used if a
three-slot grounded receptacle is available.

To disconnect appliance, turn controls to off, then remove plug from outlet.

Cover of Grounded
(( Outlet Box £
W ]
P - anl
AT g i
\aﬂ- b i) Metal I\:‘,i- )‘
| Irﬁ,n Screws {—j
Grounding Pin | | =/ 't
[al[[8] -
cl|p
Adapter l—, [ |
e |
Grounding ﬁ"«jﬁ Xz
Means ¥ Lﬁ? e/
Grounding ;'
by o

1RWH $GDSWRU DUH 127 IRU XVH LQ &DQDGELC

LOCATING THE FIREPLACE

Plan where to locate and frame the fireplace. This will save time and money later when you

install the fireplace. Before installation consider the following:

1. Where the fireplace is located must allow for wall and ceiling clearances

2. Consider a location where the fireplace screen will not be exposed to direct sunlight from
windows or doors.

3. A 15 ampere, 120 Volt, 60 Hz branch circuit with proper ground must be available at the
location. Preferably a dedicated branch circuit should be provided to avoid circuit breakers
to trip of fuses to blow.



SYM-34 (SM-190034-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 15.7W Max
MOTOR HEATER 19W

Appliance Width

32 3/8” or 82.3 cm

Appliance Height

155/8 7 or 39.6 cm

Appliance Depth

51/2” or 14 cm

Gross Weight

59.3 Ibs or 26.9 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

32 7/8’x 16“ or
83.5cmx 40.6 cm

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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SYM-42 (SM-190042-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 20.5W Max
MOTOR HEATER 19W

Appliance Width

42 1/4” or 107.2 cm

Appliance Height

155/8 7 or 39.6 cm

Appliance Depth

51/2” or 14 cm

Gross Weight

71.2 Ibs or 32.3 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

42 3/4"x 16“ or
108.6 cmx 40.6 cm

BTU

4095

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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SYM-50 (SM-190050-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 24 .5W Max
MOTOR HEATER 19W

Appliance Width

50 1/4” or 127.6 cm

Appliance Height

155/8 7 or 39.6 cm

Appliance Depth

51/2” or 14 cm

Gross Weight

82.9 Ibs or 37.6 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

50 3/4”x 16“ or
128.9 cmx 40.6 cm

BTU

4095

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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SYM-60 (SM-190060-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 25.7W Max
MOTOR HEATER 19W

Appliance Width

60 1/4” or 153 cm

Appliance Height

155/8 7 or 39.6 cm

Appliance Depth

51/2” or 14 cm

Gross Weight

94.58 Ibs or 42.9 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

60 3/4”x 16“ or
154.3 cmx 40.6 cm

BTU

4095

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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SYM-74 (SM-190074-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 28W Max
MOTOR HEATER 19W

Appliance Width

74 1/4” or 188.5 cm

Appliance Height

155/8 7 or 39.6 cm

Appliance Depth

51/2” or 14 cm

Gross Weight

117.29 Ibs or 53.2 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

74 3/4”x 16“ or
189.9 cmx 40.6 cm

BTU

4095

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United States.
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SYM-88 (SM-190088-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 30W Max
MOTOR HEATER 19W

Appliance Width

88 1/4” or 224.1 cm

Appliance Height

155/8 7 or 39.6 cm

Appliance Depth

51/2” or 14 cm

Gross Weight

136.69 Ibs or 62 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

88 3/4”x 16“ or
225.4 cmx 40.6 cm

BTU

4095

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and location
dedicated electric room appliances in the United
States and Canada. If you need assistance
during installation, please contact your local
dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with local
codes. In the absence of local codes, use the
current CSA C22.1 Canadian Electrical Code
in Canada or the ANSI/NFPA 70 National
Electrical Code in the United State
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SYM-100 (SM-1900100-1)

Description Built-in Appliance
Voltage 120V AC 60Hz
Watts 1200W Max
NO HEATER 31W Max
MOTOR HEATER 19W

Appliance Width

100 1/4” or 254.6 cm

Appliance Height

155/8 7 or 39.6 cm

Appliance Depth

51/2” or 14 cm

Gross Weight

156.3 Ibs or 70.9 kgs

Plug Location

Left side

Cord Length

70 7/8” or 180 cm

Rough Wall Opening
Size

100 3/4”x 16“ or
255.9 cmx 40.6 cm

BTU

4095

This appliance has been tested in accordance
with the UL Standard 2021 for fixed and
location dedicated electric room appliances in
the United States and Canada. If you need
assistance during installation, please contact
your local dealer.

NOTE: This appliance must be electrically
wired and grounded in accordance with
local codes. In the absence of local codes,
use the current CSA C22.1 Canadian
Electrical Code in Canada or the
ANSI/NFPA 70 National Electrical Code in
the United States.
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INSTALLATION-WALL MOUNT

NOTE: Due to the many different materials used to build walls, it is highly recommended that
you consult your local builder before you install this appliance on a wall.

1. Select a location that is not prone to
moisture and is located at least 0.91 m
or 3 feet away from combustible
materials such as curtains or drapes,
furniture, bedding, paper, etc.

2. Using a spirit level to select a position
in which to mount the heater
horizontally. See Figure 1.

3. Check the wall to ensure there is no
wiring, pipe wires etc in the area to be
drilled. Drill 8 or more holes depending
on the size of he unit purchased, (8mm
diameter & 40mm depth) using a
suitable size drill bit and insert the wall
plugs into the holes.

4. Remove the hanger from the fireplace
by removing the screws. See Figure 2.

5. Fasten the hanger to the wall. See
Figure 3.

6. To prevent fireplace from moving, use
the provided safety screw to fasten the
fireplace to the wall. See Figure 4.

WARNING: Be sure that the bolts have

been fixed firmly enough to withstand

the weight!

. Sem(2in)

/Mm Sem(2in) ]
7 (2n)
»

15

Fig. 4



INSTALLATION- BUILT-IN
NOTE: Due to the many different materials used to build walls, it is highly recommended that

you consult your local builder before you install this appliance on a wall.

Preparation

1. Select a location that is not prone to moisture and is located at least 0.91m or 3 feet away
from combustible materials such as curtains, drapes, furniture, bedding, paper, etc.

2. Mark the desired location on the floor and store the appliance in a safe, dry and dust free
place.

3. Prepare a wall with a framed opening to accommodate the size of your unit. Leave at
least 1/4” (6mm) around the edge of the appliance. Any new wiring must be done in
compliance with local and national codes and other applicable regulations.

Prior to installing, test the appliance to make sure the appliance is fully operational by

plugging the power supply cord into a 120 Volt grounded outlet.

The rough wall opening size of the fireplace:
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INSTALLATION

Screw locations

Magnetic stone locations
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Log set

3. Unscrew the 2 screws located on each side and take off the inner side steel panels.

Inner side panels
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4. Put the trim back onto the appliance and fasten with screws.(NOTE: This step is to make
sure that the fireplace fits the wall opening well and there is no gap between the trim and
the wall after installation)

5. Put the fireplace into the wall opening and fix it to the wall by screwing 2 screws each
side.

Screw the appliance onto the wall

18



6. Remove the trim following STEP 1. Screw back the inner side steel panels.

Screw back the inner side panels
that you removed at STEP 3.

\

7. Put back the front glass panel and screw back the trim after you finish the media
decoration.

19



INSTALLATION SEMI-FLUSH BUILT-IN WITHIN 2 X 4’'S

NOTE: Please purchase special trim for the semi-flush built-in installation from
dealer. See dealer for more details.

The rough wall opening size of the fireplace:
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Screw locations
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Magnetic stone locations

20



# $ I %

Log set

3. Unscrew the 2 screws located on each side and take off the inner side steel panels.

Inner side panels
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4. Put the trim back onto the appliance and fasten with screws.(NOTE: This step is to make
sure that the fireplace fits the wall opening well and there is no gap between the trim and
the wall after installation)

5. Put the fireplace into the wall opening and fix it to the wall by screwing 2 screws each
side.

Screw the appliance onto the wall

LN
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6. Remove the trim following STEP 1. Screw back the inner side steel panels.

~
=Z

Screw back the inner side panels /

that you removed at STEP 3. /

7

=

NN

AN

7. Put back the front glass panel and screw back the trim after you finish the media
decoration.

I
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Turn off the appliance completely and let cool before servicing. Only a qualified service
person should service and repair this electric appliance.

" #$ #
%&% ' & ($% #H + CH (& %&% ' &
% -

1. Remove the cover plate from the left side of the appliance by removing the two screws,
as shown below. Unscrew and remove power cord.

2. Attach the wiring to the junction block. Please make sure the live wire goes into the “L”, the
neutral wire into “N” and the ground wire into “G”.

3. Return the cover plate to the left side and screw the two screws back in to fasten the plate.

24



MEDIA OPTIONS

. 34 1"2 5 4

BIRCH LOG SET CLEAR GLASS VERMICULITE
DECORATIVE MEDIA INSTALLATION

Screw locations

Magnetic stone locations

INSTALLING THE DECORATIVE MEDIA
Pour the fire glass media into the tray. Feel free to use any combination of the fire glass

media that you find most appealing. Put back the trim and front glass after you finish

installing the fire glass.
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EXPLODED VIEW
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TROUBLE SHOOTING

PROBLEM

POSSIBLE CAUSE

SOLUTION

Dim or no flame

Flame LED’s are burnt out

Inspect the LED’s and replace
them if necessary

Back black cloth is falling off
and roll the flicker

Change a new flicker and back
black cloth

Ember bed is not
glowing or dimming

Ember LED’s are burnt out

Inspect the ember bed LED’s and
replace them if necessary

Appliance turns off
and will not turn on

Appliance has overheated
and safety device has
caused the thermal switch to
disconnect

Turn off the main switch, allow
appliance to cool for 10 minutes,
then turn it on

House circuit breaker has
tripped

Reset house circuit breaker

Appliance’s fuse has blown

Replace the fuse

Appliance will not
come on when switch
is flipped to ON

Appliance is not plugged into
an electrical outlet

Check plug and plug in

Appliance has overheated
and safety device has
caused the thermal switch to
disconnect

Turn off the main switch, allow
appliance to cool for 10 minutes,
then turn on

Circuit board is burnt out

Inspect the circuit board and
replace if necessary

No warm air coming
out of appliance

Heater is burnt out

Inspect the burner and heater
assembly and replace if
necessary

Flame sputters

Flame motor is defective

Call a qualified service technician
and replace flame motor

Remote Control does
not work

Low batteries
Unit switch in “O” position

Replace AAA batteries in remote
control
Turn the switch in “I” position

Flame is fixed

Wiring may be loose or the
flame motor may be
defective
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SERVICE HISTORY

This heater must be serviced annually depending on usage.

Date

Dealer
Name

Service
Technician Name

Service
Performed

Special Concerns

NOTES:
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